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Interactive Floor

Intelligently Interactive

Weight Load, 800kg,5216(

v

Slip-proof & Scratch-proof

O @ 0 o

Weatherproof, IP65/IP65

ey
&

TOYODA GOSFICO., LTO.

NTE Lighting interactive floor is mainly used to decorate ground of stage, disco & bar. It automatically interacts with objects %a%“z? MW"‘ gfugéfefz %M @éf
through data exchange of intercommunication between its data capture system and computer. It can quickly perceive moving

objets and respond (display) accordingly.

Strong aluminium-alloy structure and super-wearable resin cover endures hundreds of Kg stuff freely moving and trampling onto

its surface. The whole work is sealed according to IP65.

Inheriting feature from traditional video floor, interactive function is design and makes it user-friendly. Nuevas tecnologias Europa
www. nuevastecnologiaseurcpa.es

Poligono Industrial Bovalar, Cf La Marina n®19, 46970 ALAQUAS (VALENCIA)
Tel. 961510075, fax. 961515034, e-mail: info@nuevastecnologiaseuropa.es




Interactive Floor

Data sheet

Model.

NTE20CT(32X32)R1

750mm x750mmx 146 mm

Pixel Pitch

Pixel Configuration

=35 kg/m?
31.25mm

TR1G 1B (3in18MD )

= 800 cd/m’

Luminosity
Visual A;gle hc-:-rizomql >120° ) i
vertical _ >120°
Visual Range 7h9rizonfc1! =160° -
- vertical . ; 160° _

Resolution

Processing Depth

Date Refresh Rate

Power Supply

1024 pixel/m?2

1 4bit

2600Hz

AC 220V£10 %,50Hz +10 % orAC 110V+10 %,60 Hz+ 10 %

Working Voltage DC 5V
Power Consumption max <300 w/m*
average <150 w/m’

Ingress Protection

Ambient Temperqturé

Relatlve Humidity

front:IP65,back:IP&4

-20~+50°C : 10% -90%RH

-20~+85 °C ; 5%-—925%RH

*¥ The picture and specificafion Is only for reference, please make the object as the standard.

Wothing thincs brighton thas light

Nuevas tecnologias Europa
www. nuevastecnologiaseuropa.es
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NTEtank

@ Highly Anti-rust ,aluminum made, coafted with carbon
powder

& Excellent Cooling
free of additional cooling device, i.e. air-conditioner

® High Conirast (module cover specially designed)

& High Ingress Protection, (Front IP65/back IP55, free of
additional protection)

—

“@C . FE€E CE @v.

TOYODA GOSEI CO.. LTD.
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Hothing ohines brighton than light

NTEtank is an extemnal display solution designed for digital billboard, signage & adverttising video screen etc. The design follow
exactly concept of low-carbon; header housing powersupply & data receiver is separae from modules, stopping the two main
heat sources affecting each other and accumulating heat while floating air goes everywhere on these parts; ports on the header
for ventilation are professionally designed and make highly waterproof ; the structure is made of aluminium, coated with strong

carbon powder, which maks highly anti-rust. Equipped with NTE 14 bits processing system, NTEtank displays high-quality image
& video with no grey-level missing even in low brightness o =
vevas tecnologias Europa
www.nuevastecnologiaseuropa.es
Poligeno Industrial Bovalar, Cf La Marina n919, 46970 ALAQUAS (VALENCIA)
Tel. 961510075, fax. 961515034, e-mail: info@nuevastecnologiaseuropa.es




NTEtank

Data sheet

Model.

Size

Pixel Pitch

Pixel Configuration

NTE16CT(64X48)F1
1024 x 768mm

50 kg/m?

T6mm

IR1G 1B(3in 1)

NTE20CD(64X48)F1 NTE25FD(64X48)F1
1280 % 960mm 1200 x 1200mm 7
40 kg/m? 40 kg/m?

20mm S 25 mm - TR

2R1G 1B Ny = 2.R1(3]E j

6000 cd/m?® 6000 cd/m? d

110° (50%brightness)

50° (50%brightness)

| 10° (50%brightness)

507 (50%brightness)

140°

140°

70°

Luminosity 6000 cd/m’
Visual Angle horizental I2-[)° (80%brightness)
- o _verﬁccﬂ 120° (E&Lrlé;n;;s] -
Visual ﬁ;nge ho;l_z;rqul 140° :
vertical 140°
5906 pixal/m?

Resolution

Processing Depth

Date Refresh Rate

Power Supply

AC He 220V,50 Hz or AC 100V 60 Hz

70°

2500 pixel/m?

600 Hz

AC He 220 V,50 Hz or AC 100 V 60 Hz

Working Voltage

Power Consumpfion

average

Ingress Protection

Ambient Working

Relative Humidity

DCsV

£1200 W/m?

<600 W/m?2

front:IP65, back:iP55

-20—+50°C ; 10%~90%RH

-20~+85°C ; 5%~95%RH

DC 7.5V

<800 W/m?

<400 W/m?

front:IP45, back: P55

-20--+50°C; 10%~90%RH
-20--+85 °C ; 6% ~95%RH

1600 pixel/m?

600 Hz

AC He 220,50 Hz or AC 100 ¥ 60 Hz

DC 7.5V

2600 W/m?

<350 W/m?

front:iP65,back:IP55

-20~+50 °C ; 10%~%0%RH

-20-+85°C ; 5% ~95%RH

# The picture and specification is only for reference, please make the object as the standard,

Vothing obines bnighten than light
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NTE Indoor Display

Pixel Correction Technology

Seamless work-craft

High Processing Depth, 16 bit

Quick Assembling Design

e FE CE €.

TOYODA GOSEI CO., LTO.

NTE Lighting indoor display is an internal multimedia LED display system characterized as anti-shake, high-definition display
and fast & convenient assembling. In display control, NTE Lighting uses super-large scale FPGA single chips as processon core;
super processing deph control (8-14 bits) realized; Gamma real-time correction. Intensity Balance Arithmetic, Fuzzy Control
Theory and Intelligence Control Technology are Device to realize auto-adjustement of luminosity and auto-equalization of white
balance.

NTE Lighting indoor display digests intelligence and technology from area of lighting, Machinery and Electronics. Its performance
index and display effect reach globally-advanced standad.

Hothing shines buighten than light
NTE"

LIGHTING

Nuvevas tecnologias Evropa
www. nuevastecnoclogiaseuropa.es
Poligono Industrial Bovalar, Cf La Marina n®19, 46970 ALAQUAS (VALENCIA)
Tel. 961510075, fax. 961515034, e-mail: info@nuevastecnologiaseuropa.es



NTE Indoor Display

Data sheet

Model, NTEOSCT(128X96)R0 NTE7CTF(128X96)R0 NTEL0CT (64X64)R0 NTE12CT(64X64)R0

Weight 35 kg/m? 33 kg/m? 30 kg/rm? 28 kg/m?
Pixel Pitch &6 mm 7.62 mm 10 mm 12 mm
Pixel Configuration TRIGIBGEINT) IRIGI1B(3inT) S TR1G 1B(31n 1) e TRI1G1B(3InT) N
Luminosity 2000 cdfm’® 2000 cd/m?* 1600 cd/m"’_ 2000 cdfm® i
Visual Angle norizontal 150° (50%brightness) 150° (50%brightness) 150° (50%brightness) ‘ 1504 (50%brightness)

TEE vertical 150° (50%brightness) 1 505’ (50%5};.@?%;5; 150° (50%bragh-rness)— = 150° (STJ%brigh’rness)
Visual Range horizontal 1_60" 7771 &0° LT jgo" L = mig" o

vertical 160° 1460° 1 160°

Resolution

1607

27777 pixel/m?

Processing Depth

Date Refresh Rate

Power Supply

600 Hz

Working Voltage

Power Consumption Mmax

average

Ambient Temperature

Relatlve Humidity

14 bit

AC 200-250 V,50 Hz or 20-120 V,60 Hz

DC 5V

17222 pixel/m?2

14 bit

10000 pixel/m?

6944 pixel/rmz

14 bit

600 Hz

DC &V

600 Hz

AC 200-250 V,50 Hz or 90-120 V,60 Hz AC 200-250 V,50 Hz or 90-120V,60 Hz ~ AC 200-26CV 50 1

<1050 W/m?
<600 W/m?

-20--+50°C ; 10%-90%RH

-20~+85°C ; 5%~95%RH

21300 W/m?2
<800 W/m?2

-20~+50°C ; 10%~90%RH

-20~+85°C ; 5%~-95%RH

DC5Y DC5 Y

<750 W/m? 7 <750W/m? :

=450 W/m?2 =800W/m# -
20~ +50°C ;1

-20~+50°C ; 10%~90%RH

-20-+85°C ; 5%~95%RH

-20~+85°C ; 5% ~95%RH

¥ The picture and specification is only for reference, please make the abject ds the standard,

Wothing chines buighton thas light
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NTE Outdoor Display

Advertising Board
Mobile Display
Football Banner

Sighage
External TV

&«

T e 3 IR M
e i %g i)
it !

i i

. F€ C€ @.

TOYODA GOSEI CO., LTO.

NTE Lighting outdoor display is an external multimedia LED display system designed for changeable and adverse outdoor
environment. In display control, NTE Lighting uses super-large scale FPGA single chips as processon core; super processing
depth control (8-16 bits) realized; Gamma real-time correction. Intensity Balance Arithmetic, Fuzzy Control Theory and
Intelligence Control Technology are used to realize auto-adjustement of luminosity and auto-equalization of white balance.
NTE Lighting outdoor display digests intelligence and technology from area of lighting, Machinery and Electronics. Its

performance index and display effect reach globally-advanced standad.

Nuvevas tecnologias Europa
www. nuevastecnoleogiaseurcopa.es
Poligono Industrial Bovalar; Cf La Marina n®19, 46970 ALAQUAS (VALENCIA)
Tel, 961510075, fax. 961515034, e-mail: info@nuevastecnologiaseuropa.es



NTE Outdoor Display

Data sheet

Model. NTE12FD{80X64)F1 NTE16FD{64X64)F1 NTE20FD(64X48)R1 NTE25FD{64X48)F1

Size 960X 768 mm 10241024 mm 1280960 mm 1600%1200 mm

Weight 60 kg/m?2 60 kgfm# 60 kg/m? e e 60 kgfm?

Pixel Pitch physical/virtual 12/6 mmﬁ 16/8 mm 7 20/10 mm 25/12.5mm

Pixel Configuration 2R1G 1B 2R1G 1B 2R1G 1B _ Rt _2I?1<518 7
L 7 6000 cd/m® - 6_05(:_d/n:1; o - :5--060 cd/m?® - _5_0_0_0_(3(;1;'1: i

Luminosity

Visual Angle harizontal

110° (50 %brightness)

110° (50 %brightness)

vertical 40° (50 %brightness)
Visual Range horizontal 140°
60°

vertical

Resalution

Processing Depth

6944 pixel/m?

Date Refresh Rate

16 bit

40° (50 %brightness)

170" (50 %brightness)

40° (50 %brightness)

140°

460°

3906 pixel/m?

140°

60°

110° (50 %brightness)

40° (560 %brightness)

60°

2500 pixelfm?

1600 pixelfm?

16 bif

16 bit

16 bii

300-3000 Hz

Power Supply

AC200-250V,50Hzor?0-120V,60Hz

300-3000 Hz

AC200-250V,50Hzor90-120V,60Hz

300-3000 Hz

AC 200 - 250 V,50 Hz or 90 -120 V, 60 Hz

300-3000 Hz

AC200- 250V, 50Hzor90-1

Working Voltage DC5V
Power Consumption mox <1200 W/m?
average =600 W/m?2

Ambient Temperature

Relative Humidity

-20~+50°C ; 10%--90%RH

-20~+85°C ; 5%~95%RH

DC 5V DCboV DC&Y
<1000 W/m? =800 W/m? Z600W/m2
=500 W/m? <400 W/m? <300 W2

-20~+50°C ; 10%~90%RH

-20~+85°C ; 5%~95%RH

-20~+50°C ; 10%~-20%RH

-20—-+85°C ; 5%~95%RH

# The picture and specificationis only for reference, please make the chject as the standard.,

Nothing dhines bnighten thawn light
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NTE-Curtain
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Focusing Viewing Area, angle of LED strip adjustable,
'Ci‘f,'il’HJ main viewing area

High Weatherproof, LED strip is IP67, header (data receiver

& powersupply housed) is IP55, free of extra protection

Excellent Cooling, strips separate from its header, all parts
360 degree with floating air, free of extra cooling device

Transparent & Low-weight (20-30kg/sgm)

Fast Maintenance, each strip is fixed by only two screws

—— )

©C i FE CE @. @

TOYODA GOSEI CO.. LTO.

othing dhined bnighten than light

NTE-curtain inherits low-weight, thin ans see-through from features of traditional curtain. Based on masterpiece structure,
advanced electronic & electrical circuit design was adopted to build a luminosity of 6000-8000nit. See-through makes it
low-windage and IP67 ingress protection makes it stand well in adverse weather condition. Comparing with traditional display,

it saves 60% in power consumption and 65% in weight.

Nuevas tecnologias Europa
www. nuevastecnologiaseuropa.es

Poligone Industrial Bovalar; Cf La Marina n®19, 46970 ALAQUAS (VALENCIA)
Tel. 961510075, fax. 961515034, e-mail: info@nuevastecnologiaseuropa.es




NTE-Curtain

Data sheet

Model, NTE25CD(64X32)F1 NTE31DC(48X48)F1 NTE37DC{48X48)F1 NTE62DC
Transparency 40 % 60 % 65 % 75 % 7
Weight 30 kgim? 25 kg/m? 20 kg/m? 18 ka/m?
Pixel Pitch horizontal 25 mm 31.25 mm ;.5 mm _ 31.25 mm
= verfical 50 mm i 312\'; mm ik 37.5 mm 62.5 mm—
Pixel Configuration 2R2G 2B 7 2R2G1B 7 21?2@1_3 7 2R2G1B
Luminosity Rgu = 6500 cdim’ ) = 4500 cd/m”® = 6000 cd/m’ = 6000 cd/m’
Visual Angle horizontal 110° (50 %brighiness) 1107 (50 %brightness) 110° (50 %brightness) 170° (50 %brighiness) =
AL verﬁéol 40° (50 %brightness) 40° (60 %brightness) “7:50" (50 %t;rlghmess) [ 40° (50 %brightness)
Visual R;\ge horizontal _ ‘-—_-I-AIO" ] 470“ _____ . 1 40T 7 jI«ijD” s e
N vertical a0° e a0° ] 80° - 80°
B Resolution ) : 800 pixel/m? .- 1024 pixel/m? B 711 pixel/m? N 512 pixel/m?
Processing Depth 14 bit 3 14 bit 14 bit 14 bit -
Date Refresh Rate 600 Hz_ 600 Hz i 600 Hz R c 600 Hz :
F Power Supply F A?l 100r 220 V,60 Hz or 60 Hz 3 AC 110 or 220 V,50 Hzior 60 Hz 7 AC 110 or 20 V,50 Hz or 60 Hz AC 1 I-U_Or 220 V.Sﬁ m_ V: ‘
- — E e 4 i = =
Working Voltage DC5Vor7.6 Vv DC6Yor7.5VY DC5EVar7.5s V DC 5Vier 7 v : ”j‘
POWer7C°nwmpﬁ0n McIX 535b W/m?2 <450 Wim? <300 W/m? 3 <250 W . q:"{
average 21756 W/m# <225 W/im? = i =180 W;’r;z N 51257W1m.“- - - t"
F ingr;;}r;}e;iion {f_r_o_r{ﬂbock] P cgiP 55 3 K lPibSIlP 65 T Ip 65/1P 5.‘;;7 ; Ip 65/1P56
Ambient Temperature -20~4+50°C ; ID%-:QO%RH__ -20~-+50°C ; ld%n-QD%RH -20—~-+5E]:C7; rrj%~90%RFl 7 |
Relative Humidity -20: +BHE - 5'%’:~_95%RH ~20~+85°C 5%:-95%RH ; 7—:20~ -l-éE; °C ; 5% ~95%RH %

¥ The picture and specification is only for reference, please make the object as the standard.

Notting dhines bnighten than light
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NTE Flex Display

NTE Flex display breaks from concept of traditional outdoor display and bring new concept of light, thin, wind-through and
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flexible into external display. Modular design make it well-suited to lots of applications.

IP44 makes it weatherproof to adverse outdoor condition.

NTE Flex display is widely used in external show, event, etc., characterized as low-windage and super-cooling.

TOYODDA GOSFICO_, LTO.

Poligone Industrial Bovalar, Cf La Marina n919, 46970 ALAQUAS (VALENCIA)
Tel. 961510075, fax. 961515034, e-mail: info@nuevastecnologiaseuropa.es
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NTE Flex Display

Data sheet

Model.

Size

Weight

Pixel Piich

NTE16SCT(40X40)R1 NTE20CT(32X32)R1

640X 640x123 rm 640640123 mm

Pixel Configuration

Resoluiion

Visual Angle harizontal

verfical

Visual Range harizontal

16 kg/m= 12 kg/m#
Témm 20mm
TIR1G 1B(3in1) IR1G 1B(3In 1)

3906 pixel/m?

2500 pixel/m?

120° (50 %brightness)

120° (50 %brightness) 120° (50 %brightness)

1460° 160°

vertical

Luminosity

Processing Depth

Date Refresh Rate

Power Supply

160° 160°

4500 cd/m’ 3500 cd/m’®

14 bit 14 bit

400 Hz 400 Hz

AC 200-250 V,50 Hz ;AC 90-120 V,60 Hz AC 200-250 V,50 Hz ;AC 90-120V,60 Hz

Working Veltage
Power Censumpiion maix

averdage

Ingress Proteciion

DCcsv

PEEBN
<1200 W/m?2 =900 W/m?
2600 W/m? <450 W/m?2

Front:IP 65,Back:IP 44 Front:IP 65,Back:IP 44

Ambient Temperaiure

Relative Humidity

~20~+50°C ; 10%~90%RH -20~ 450 °C ; 10% -90%RH

20~ +85 °C ; 5%~ 95%RH

-20--+85 °C : 5%-95%RH

¥ The picture and specification is only for reference, please make the ooject ds ’rhe Siich

ir
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othing dhiues bnighten thawn light
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NTE Flex curtain

NTE Flex curtain offers a low-weight, visually see-through grafic & video display of indoor & outdoor. Both horizontally &

Horizontally & Vertically Bend-able & Round-able
Weatherproof, IP&5

Highly See-through

Friendly-assembling

Low-weight, 12kg/sgm

TOYODA GOSEI CO.. LTO.

Vothing shines buighten than light

vertically bendable make it an amazing work to express light designer’s ideas; 37.5mm pich, 2000nit brightness, IP65 ingress >

protection make it a great solution in wide range of applications.
The structure is designed strong but quickly & easy-assembling & hang-up.

N

LIGHTING

Nuevas tecnelogias Euvropa
www.nuevastecnologiaseuropa.es
Poligone Industrial Bovalar, Cf La Marina n919, 46970 ALAQUAS (VALENCIA)
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NTE Flex curtain

Data sheet

Model. NTE37MCTCD(8X8)R1

Unit Size 300mm *300mm =30 mrm
Weight <12 kg/m?

Pixel Plich 37.5mm

Pixel Configuration

IRTGIB (3in1SMD)

Luminosity 21200 cd/m”
Visual Angle E horlzontal =120°
vertical 2120°
Visual Range horizontal 2160°
vertical z160°
Reso-luiion 711 plxel/m?
) ;rocessing Depth - 10 bit R 7
Date Refresh Rate =400 Hz

Power Supply

AC 220V £10 %,50 Hz =10 % or AC 110V +10 %,50Hz + 10 %

Working Voltage

DC 5V

Power Consumption Mcix

<250w/m’

average

<120w/m*

Ingress Proiection

-A“r-nbient Temperaiure

Relative Humidity

front:IP 67,box:IP 55

-20--+50°C ; 10%~90%RH

-20--+85°C ; 5% ~-95%RH

# The picture and specification is only for reference, please make the object as the standard.,

Hothing hines buighton than light

Nuevas tecnologias Euvropa
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NTEPad-10

/ o
&  Fe ce @. @

TOYODA GOSEI GO, LTO.

LED video display is an indoor/outdoor solution for rental. 3-
in-1 SMD LED used and color and brightness calibration technology
Sz planted, plus 16 bit processing depth, result in outstanding color &
O H ght brightness, 5000 nit brightness consisten-cy and quality video. With a 5,000nit output and
IP65,

© Weatherproof,front &back IP65

© Pixel Correction/Color & Brightness Calibration
All this technology comes in an ultra-thin, fan-less, waterproof

enclosure requiring no tools fordeployment and removal.

O Light, Thin, Quick lock ing System

Hothing ohines brighton than light

Nuevas tecnoelogias Euvropa
www.nuevastecnologiaseuropa.es
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NTEPad-10

Data sheet

Model,

Size

Weight
Pixel Pitch

Pixel Configuration

NTEPad10(48X48)R1

480 mm x 480 mmx 58 mm

8 kg/m?2
10 mm

IR1G 1B (3in1SMD)

5000 cd/m?®

Luminosity
__V(isucrt\ngle_ Kfiz_omai
N : vertical
\Euc:l a\ge; B horizontal

vertical

Resolution

Processing Depth

120° (50 %brightness)

120° (50 %brightness)

140°

140°

10000 pixel/m”

16 bit

Date Refresh Rate

Power Supply

Working Voltage

Power Consumption max

average

1200 Hz

AC 90-260 V,50 Hz or 60 Hz

DC5V

<1300 w/m*

<650 w/m?

Ingress Protection

Ambient Temperature

Relative Humidity

front:IP65,back:IP65

-20~+50°C ; 10%~%20%RH

-20~+85°C ; 5%~95%RH

N

) The picture and specification is only for reference, please make the object as the standard.

Hothing ohines brighton than light
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NTE-Minidule

Mini-size Modular Unit
Weatherproof
High Brightness, ¢

Full Color Video Capacity

e FE CE €.

TOYODA GOSEI CO.. LTD.

NTE Minidule is a combination of mini module that allows composing all kinds of shape, including word, letter, circle, etc. W Wed éugéz‘m z'écm W

Area composed by minidule can display full color video and graphics, which is controlled by a built-in single chip system or a re-
mote PC system. Minidule is designed weatherproof and bright. It shows whatever you want under direct sunshine or in adverse N

weather condition.
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NTE-Minidule

Data sheet

Model,

Size

Weight
Pixel Piich

Pixel Configuration

NTE25YDC(2X2)FL

50mm x50mmx25 mm

=60kg/m?
25mm

ZRI1G 1B

Luminosity =6000 cd/m?®
Visual Angle harizontal 110° (50 %brightness)
o verfical 40° (50 %brightness)
7V|sual Range herizental |40° %
vertical &0° 7
Resolution 1600 pixel/m? (effective area)
Processing Depth 14 bit -
Date Refresh Rate =600 Hz
Power Supply AC 520\/110 %,50 Hz+10 % or AC 110\/1}07%,50 Hz + 10 %
Working— ‘:folz;;eii D(-I SVor 7.5_\1’ ” i
Po@vér Consumption m; <750 w/m’ _
e O;eT'GQC <250 w/m”

Ingress Protection

F Afnbient Temperature

front:IP65,box:IP5S

-20~+50°C ; 10%~-90%RH

Relative Humidity

-20--+85 °C ; 5%--95%RH

¥ The picture and specification is only for reference,please make the object as the standard.
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NTE Strip Curtain

Quick-assemble

Weatherproof, IP65

TOYODA GOSEI CO., LTO.

NTE curtain type product, was released in early 2002 when the Chinese word Caimu (LED curtain) has never appeared in China
LED industry.

Strip curtain was developed in early 2006 and has gained great popularity for its low-weigt, transparency and quick assemble
in stage lighting & display application.

Strip curtain has two spec., 37.5mm and 18.75mm pitch. The former is 12Kg/sqm & 2000nits while the latter is 20Kg/sqm &
5500nits. Full weatherproof allows their wide application in indoor & outdoor events.

See-through, 65% for 37.5mm, 35% for 18.75mm

Low-weight, 12kg/sgm for 37.5mm, 20kg/sgm for 18.75mm

e FE CE €. ©)
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NTE Strip Curtain

Data sheet

Model.

Transparency

Pixel Pitch

Pixel Configuration

Luminosity

Visual Angle horizontal
vertical
Visual Range horizontal

verfical

Resolution

Processing Depth

Date Refresh Rate

Power Supply
Working Voltage

Power Consumption max

average

Ingress Protection

Ambient Temperature

Relative Humidity

NTE18BDC(32X32)R1
35 %

600x600%x75 mm

7.5 kg/m2

1R 1G 1B(DIP)

5500 cd/m’*

110° (50 %brightness)

50° (50 %brightness)

140°

80°

32 x 32 pixel/tile

AC 200-250 V,50 Hz or AC 90 -120V, 60 Hz
DC 5V
<560 W/m?

<350W/m?

front:IP65,back:IP65

-20~+50°C ; 10%~90%RH

-20~+85 °C ; 6% ~95%RH

00x200x75 mm

NTE37BDC(24X24)R1

65 %

2000 cd/m”

110° (50 %brightness)

50° (50 %brightness)

140°

80°

24 x 24 pixel/tile

14 bit

800 Hz

AC 200-250 V,50 Hz or AC 90 -120V,60 HZ

DCsv
<250 W/m? )
<150wW/m?

f;onT:IPéfn,bock:lPé5

-20~+50°C ; 10%~20%RH

-20~+865°C ; 5%—~95%RH

¥ The picture and specification is only for reference, please make the object as the standdid,

othing shined brighter than light
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SMD NTE Curtain
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TOYODA GOSEI CO..

Inheriting the lightweight and transparency of our traditional LED curtain product, this revolutionary new SMD curtain is a
masterpiece in design and precision, using 3 in 1 SMD LED’s and utilising the latest dot correction technology and 14 bit
processing deph, result in outstanding colour consistency, luminosity and video quality. The rigging system is unique and

it is now quick and simple to assemble screens of any dimension.
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SMD NTE Curtain

Data sheet

Model, NTE16BCT(40X40)R1
Transparency 15 %

Size 640x640x75 mm

‘Weight  i2kgme ’
HrelEiGn  Sae 16;nm ST EIP

Pixel Pitch

Pixel Configuration TR1G1B(3in 1)

Luminosity 4500 cd/m’
7 Visuali,;niglie : hon’_zonfc; _1-20“_&;] ‘F:b;ghmem) i
i3 G vertical 1207 (_50 %brightness) E
7VE;|7 Eg; . horizomol" _1 40° - o N o
R e e o
Resolution 40 x 40 pixel/tile
B f’r;cessing Depth : 14 bit B - 7
1200 Hz

Date Refresh Rate

Power Supply

AC 90-240V,50 Hz or 60 Hz(with PFC)

Working Voltage DC5Y
Power Consumption max <1200 W/m?
average <500 W/m?

front:IP65,back:IP65

-20~+50°C ; 10%~90%RH

-20~+85°C ; 5%—-95%RH

Ingress Protection

Ambient Temperature

Relative Humidity

NTE20BCT(32X32)R1
35 %
640x640x75 mm
7‘? kg/m?

20 mm

TIR1G 1B(3in 1)

3500 cd/m?®

120° (50 %brightness)

140°

140°

32 x 32 pixel/tile

14 bit

1200 Hz

AC 90-240 V,50 Hz or 60 Hz(with PFC)

DCb&V

<900 W/m?

<450 W/m?

front:IP65,back:IP65

-20~+85°C ; 5% ~95%RH

120° (50 %brightness)

-20~+50°C ; 10%~920%RH

140°

NTE26BCT (24X 24)R1
46 %
640x640%75 mm

8.5 kg/m?2

2500 cd/m*

120° (50 %brightness)

120° (50 %brightness)

140°

24 x 24 pixel/tile

14 bit

1200 Hz

AC 90-240 V,50 Hz or 60 Hz(with PFC)

DCoV
<550 W/m?
<260 W/m?

front:IP65,back:IP65

-20~+50°C ; 10%~90%RH
-20~+85°C ; 5%—~95%RH

NTE40BCT(16X16)R1
70 %
640x640x75 mm

6.5 kg/m?
IR1G 1B(3in 1)

1000 ed/m*

120% (560 %brightness)
120° (50, %brightness)
140° :
140°

16:x 16 plxelftile

14 bit 7

1200 Hz

AC 90-240 V;50 Hz of 68

DC 5\

Lo AT —— e

front:iP65,backiiPas

N

- 20~ + 5 10.%5?0% M
20 +85°C : 5%~95%RH

¥ The picture and specification is only for reference, please make the object as the standard.
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NTE Video Floor

—— (%)

TOYODA GOSFI CO, LTO.

Strong and durable aluminium alloy is used to buid its structure and its surface is made of super-wearable resin plastic, wich

endures hundreds of Kg stuff onto its surface moving and trampling.

Characterized as hi-weatherproof, easy-assembling and quick-maintainable. it's 3 in 1 SMD LED based and dot correction

technology are used, in which consistency of color and luminosity super outstands.

oad [ 500 kg (S2160x160 mm) ]

wearable Surface

2 FE€ C€

Hothinng hines buighton than light
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NTE Video Flo#r

Data sheet

Model. NTE20ZCT(32%32)
Weight Load 500 kg (S2160x1460 mm)
Size 640x640x103 mm
77W;ghit 7 20 kg/m? : - : N
7ﬁPixel Pitch 20 mm B
Pixel Conflguration TR1G 1B(3in1) . - - . v
Luminosity g F e ST R ey T S — o =Lt
_Visuul ;ngle . hG_riZIOHTClI 77777]20" (S_Ozbligh‘mess) - S - BN i
vertical 120° (5 0%brighiness) g <
Visuﬁe horizontal 160° - _ ey - 7 ) rak
R FEngATEAE B ’ et R
Resolution 32 X 32 pixel/ftile o - . W A o -
Processing Depth it R e LT T = — s P

Date Refresh Rate 800 Hz

AC 90-240 V,50 Hz or 60 Hz{with PFC)

Power Supply

Working Voltage DC &8V

Power Consumpfion  max o0 w/ime i S N P R
T overage 2450 W/m? 3 s A

Inggss Protection g Ero?‘r‘.!P 65,7k;gok:ll'-’ éb_ N iy - TN -

Ambient Temperature

-20~+50°C ; 10%~20%RH

Relative Humidity -20~+85°C ; 5%~95%RH

* The picture and specification is only for reference, please make the object as the standard,
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